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Stainless Steel 316L (SS 316L)
Stainless Steel 316L, commonly known as SS 316L, is an 
austenitic steel which is known for its excellent corrosion 
resistance. Its primary alloying constituents after iron are 
chromium, nickel, and molybdenum, with small quantities of 
silicon, phosphorus, and sulfur are also present.

The addition of molybdenum provides greater corrosion 
resistance than SS 304.  SS 316’s versatility, durability, and 
corrosion resistance make it a popular choice across a wide 
range of industries and applications.

APPLICATIONS

Marine, Chemical, Automotive, Architectural
and Construction, Food Processing Industries

WIRE SPOOL DATA

MECHANICAL PROPERTIES

Gefertec
(WAAM)

Fastech CastingMeltio
(LW-DED)

Wrought

St
re

ng
th

 (
M

Pa
)

El
on

ga
tio

n 
(%

)

UTS (MPa)

YS (MPa)

Elongation (%)

3.75X MAGNIFICATION 200X MAGNIFICATION 

ELEMENT

WEIGHT (%)

Fe C Mn Si S P Cr Ni Mo Cu

Balance 0.03 1-2.5 0.3-1 0.03 0.03 18-20 11-14 2-3 0.5

1.2mm/0.047"

15 kg/33 lbs
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